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FRAMING/ROUGH CARPENTRY:

SUBFLOOR
Subcontractor shall apply a 3/8” bead of RainBuster #345 Alternating Co-Polymer Squeak Eliminating Adhesive (no substitutions) to the shoulder and saddle of each metal joist hanger prior to installation of floor joist.  Install floor joist into joist hangers within two hours of adhesive application.  RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com

Subcontractor shall apply a continuous 3/8” bead of RainBuster #345 Alternating Co-Polymer Squeak Eliminating Adhesive (no substitutions) to entire length of floor joists prior to installation of subfloor sheeting. Secure sheeting to floor joists with nails and/or screws within two hours of adhesive application for proper bonding.  RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com

After the floor sheeting is installed, Subcontractor shall apply a continuous 1/8” bead (or enough to seal the joint) of RainBuster #345 Alternating Co-Polymer Squeak Eliminating Adhesive (no substitutions) at the square edge (butt joint) between subfloor sheets. RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com

STAIRS
Subcontractor shall apply a 3/8” continuous bead of RainBuster #345 Alternating Co-Polymer Squeak Eliminating Adhesive (no substitutions) to stringer where it will connect to risers and treads.  After installation of risers with nails and/or screws, apply a continuous 3/8” bead of RainBuster #345 to top edge of riser, where tread will connect.  Prior to installation of treads with nails and/or screws, apply a continuous 3/8” bead of RainBuster #345 to back edge of tread where it will butt against the riser. RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com

EXTERIOR WALL SILL PLATES
Subcontractor shall apply a continuous 3/8” bead of RainBuster #345 Alternating Co-Polymer Squeak Eliminating Adhesive (no substitutions) at exterior sill plate-to-foundation (slab) contact points to provide a permanent air and water barrier. RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com

INTERIOR SECOND FLOOR WALL SILL PLATES
Subcontractor shall apply a continuous 3/8” bead of RainBuster #345 Alternating Co-Polymer Squeak Eliminating Adhesive (no substitutions) to the bottom of second floor wall sill plates just prior to standing wall, OR, apply a continuous 1/4” bead to both sides of the wall sill plate-floor sheeting joint.  Tool RainBuster #345 into joint insuring there are no voids in adhesive. RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com

STAIR AND BALCONY HANDRAILS
Subcontractor shall apply a 3/8” bead of RainBuster #345 Alternating Co-Polymer Squeak Eliminating Adhesive (no substitutions) at handrail-to-substrate connection points prior to handrail installation, OR, apply a continuous 1/4” bead to both sides of the handrail base-to-substrate connection point.  RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com

PONY/SHORT WALLS
Subcontractor shall apply a continuous 3/8” bead of RainBuster #345 Alternating Co-Polymer Squeak Eliminating Adhesive (no substitutions) to the bottom of wall sill plates just prior to standing wall, OR, apply a continuous 1/4” bead to both sides of the wall sill plate-floor sheeting joint.  Tool RainBuster #345 into joint insuring there are no voids in the adhesive. RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com

SIDING AND TRIM
Subcontractor shall seal critical moisture intrusion joints (those joints that lead to inner wall structures) in siding and trim with RainBuster #900 Polycarbamate Sealant/Adhesive (no substitutions).  Insure that joint dimension and expected movement of substrate is appropriate for RainBuster #900’s +/-35% joint movement capability. RainBuster #900 is paintable after 72 hours. Water-based acrylic paints/primers are required. High quality, 100% acrylic paints/primers are recommended. Insure adequate paint film build during paint application (consult paint manufacturer). RainBuster #900 is not to be used as an exterior spackle for filling knot holes, caulking nail heads, caulking seams in entry stair structures, caulking seams in decorative posts, caulking seams in planter boxes, aesthetic fit & finish, or wood patching/repairs.  RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com  
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