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LATH & PLASTERING:
THROUGH-WALL PENETRATIONS IN WEATHER RESISTIVE BARRIER
Subcontractor shall seal all through-wall penetrations in weather resistive barrier including electrical boxes, plumbing lines, HVAC lines, vents etc. with a continuous 1/2” bead of RainBuster #900 Polycarbamate Sealant/Adhesive (no substitutions). Insure adequate seal between weather resistive barrier and item penetrating it. Tool as necessary to promote adhesion.  RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com
WEATHER RESISTIVE BARRIER PATCHING
Subcontractor shall seal all tears in the weather resistive barrier with a continuous 1/2” bead of RainBuster #900 Polycarbamate Sealant/Adhesive (no substitutions) and tool as necessary to promote adhesion.  Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com

FURRING NAIL ENTRY POINTS
Subcontractor shall seal all furring nails and nail entry points in weather resistive barrier with a continuous 3/8” bead of RainBuster #900 Polycarbamate Sealant/Adhesive (no substitutions). RainBuster from Top Industrial, Inc.1-800-473-1617, www.topindustrial.com

ARCHITECTURAL FOAM DETAILS
Subcontractor shall attach architectural foam details to brown coat using a 3/8” continuous bead of RainBuster #900 Polycarbamate Sealant/Adhesive (no substitutions).  
RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com
THROUGH-WALL PENETRATIONS IN STUCCO
Subcontractor shall seal all through-wall penetrations in stucco including electrical boxes, plumbing lines, HVAC lines, vents etc. with a continuous 1/2” bead of RainBuster #900 Polycarbamate Sealant/Adhesive (no substitutions). Insure adequate seal between stucco and item penetrating it. RainBuster #900 is paintable after 72 hours. Water-based acrylic paints/primers are required. High quality, 100% acrylic paints/primers are recommended.  Insure adequate paint film build during paint application (consult paint manufacturer).  RainBuster #900 is not to be used as an exterior spackle for filling knot holes, caulking nail heads, caulking seams in entry stair structures, caulking seams in decorative posts, caulking seams in planter boxes, aesthetic fit & finish, or wood patching/repairs.  RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com  
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