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ROOFING:
HIP, RIDGE, VALLEY, RAKE, & TILE-TO-TILE CONNECTIONS
Subcontractor shall apply a 1/2” continuous bead of RainBuster #850 Ultra Flexible Roof Tile Adhesive/Sealant (no substitutions) to secure tile to underlying substrates and nail holes to seal, seat, and protect against wind uplift, seismic activity, and tile damage. RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com
Subcontractor shall secure cut tiles at hip, ridge, valley, rake, roof-to-wall flashings, chimneys, skylights, etc., where mechanical fasteners cannot be used with RainBuster #850 Ultra Flexible Roof Tile Adhesive/Sealant (no substitutions).  RainBuster from Top Industrial, Inc.   1-800-473-1617, www.topindustrial.com
TEARS IN FELT UNDERLAYMENT
Subcontractor shall seal all tears in felt underlayment with RainBuster #850 Ultra Flexible Roof Tile Adhesive/Sealant (no substitutions). Tool as necessary to promote adhesion. RainBuster from Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com

SHEET METAL:


FLASHING LAP JOINTS & ROOF-TO-WALL FLASHINGS
Subcontractor shall apply a 1/2” continuous bead of RainBuster #850 Polycarbamate/Copolymer Roofing Sealant or #900 Polycarbamate Sealant/Adhesive to both the inside and outside of the joint to seal lap joints in flashing. Tool the outside bead as necessary. Tool joint within 20 minutes of sealant application. Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com


ROOF VENTS / ROOF JACKS
Subcontractor shall apply a 1/2” continuous bead of RainBuster #850 Polycarbamate/Copolymer Roofing Sealant or #900 Polycarbamate Sealant/Adhesive to seat/secure vent and to seal seams/joints.  Tool the bead as necessary. Tool joint within 20 minutes of sealant application. Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com
CHIMNEY CAP
Subcontractor shall apply a 1/2” continuous bead of RainBuster #850 Polycarbamate/Copolymer Roofing Sealant #900 Polycarbamate Sealant/Adhesive to both the inside and outside of the joint to seal and secure chimney caps. Tool the outside bead as necessary.  Tool joint within 20 minutes of sealant application. Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com
GUTTERS

Subcontractor shall apply a 1/2” continuous bead of RainBuster #850 Polycarbamate/Copolymer Roofing Sealant or RainBuster #900 Polycarbamate Sealant/Adhesive to both the inside and outside of the joint to seal seams in gutter, gutter assemblies, and downspouts.  Tool the outside bead as necessary.  Tool joint within 20 minutes of sealant application. Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com
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