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SHEET METAL:


FLASHING LAP JOINTS & ROOF-TO-WALL FLASHINGS
Subcontractor shall apply a 1/2” continuous bead of RainBuster #850 Polycarbamate/Copolymer Roofing Sealant or #900 Polycarbamate Sealant/Adhesive to both the inside and outside of the joint to seal lap joints in flashing. Tool the outside bead as necessary. Tool joint within 20 minutes of sealant application. Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com


ROOF VENTS / ROOF JACKS
Subcontractor shall apply a 1/2” continuous bead of RainBuster #850 Polycarbamate/Copolymer Roofing Sealant or #900 Polycarbamate Sealant/Adhesive to seat/secure vent and to seal seams/joints.  Tool the bead as necessary. Tool joint within 20 minutes of sealant application. Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com
CHIMNEY CAP
Subcontractor shall apply a 1/2” continuous bead of RainBuster #850 Polycarbamate/Copolymer Roofing Sealant #900 Polycarbamate Sealant/Adhesive to both the inside and outside of the joint to seal and secure chimney caps. Tool the outside bead as necessary.  Tool joint within 20 minutes of sealant application. Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com
GUTTERS

Subcontractor shall apply a 1/2” continuous bead of RainBuster #850 Polycarbamate/Copolymer Roofing Sealant or RainBuster #900 Polycarbamate Sealant/Adhesive to both the inside and outside of the joint to seal seams in gutter, gutter assemblies, and downspouts.  Tool the outside bead as necessary.  Tool joint within 20 minutes of sealant application. Top Industrial, Inc. 1-800-473-1617, www.topindustrial.com
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